
Quick Conversion Chart 
Common Conduit Conversions 

Trade Size OD NW PG Metric Conduit ID mm/ in Conduit OD mm / in 
1/4" 10 7 7 mlO 6.20 / 0.24 10.00 /0.39 
5 /16" 13 10 9 m12 9.60 /0.38 13.00 /0.51 
3 /8" 15.8 12 11 m16 12.00 / 0.47 15.80 / o.62 
1/2" 21.2 17 13.5 m20 16.20 / 0.64 21.20 /0.83 
3 /4" 28.5 2 3  21 m25 22.60 / 0.89 28.50 / 1.12 
1" 34.5 29 29 m32 29.oo I 1.14 34.50 I 1.36 

11/4" 42.5 36 36 m40 36.50 / 1.14 42.50 / 1.67 
11/2" -2" 54.5 48 48 m50 47.50 / 1.87 54.50 / 2.15 

2 1/2" 6 7  56 56 m63 56.30 I 2.22 67.20 I 2.65 
3" 79 70 70 m79 66.50 / 2.62 79.20 / 3.12 
4" 106 95 95 mlOO 91.00 / 3.58 106.00 / 4.17 

NEMA Rating vs. IP Rating 
NEMA IP Code Solids Protection against Liquids Protection against 

12 IP52 5 = dust deposit. 2 = dripping water falling diagonally 

12K IP52 
"' 

5 = dust deposit. 2 = dripping water falling diagonally 

13 IP54 C 5 = dust deposit. 4 = splashing water 0 

4 IP56 .. 
6 = dust penetration 6 = inundation 

·2 

4X IP56 Is: 
CII 

6 = dust penetration 6 = inundation 

6 IP67 0 
6 = dust penetration 7 = immersion 

6P IP68 
!!:: 

6 = dust penetration 8 = submersion (1.2 m water depth, 1 hour) 

PW12 IP69K 6 = dust penetration 9K = High pressure & temperature water jets (1450psi) 

Panel Cut Out Hole Size 

� Metric NPT 

Size mm in Size mm in Size mm in 

7 12.70 0.50 
9 14.50 0.61 m12 12.00 0.47 1/4" 13.90 0.55 
11 18.80 0.74 m16 16.00 0.63 3/8" 17.40 0.69 

13.5 20.70 0.81 m20 20.00 0.79 1/2" 21.60 0.85 
16 22.80 0.90 m20 20.00 0.79 1/2" 21.60 0.85 
21 28.60 1.13 m25 25.00 0.98 3/4" 26.90 1.06 
29 37.40 1.47 m32 32.00 1.26 1" 33.70 1.33 
36 47.50 1.87 m40 40.00 1.57 1 1/4" 42.40 1.67 
48 59.80 2.35 m50 50.00 1.97 1 1/2" 48.50 1.91 

m63 63.00 2.48 2" 60.60 2.39 

NPT Compatibility Chart 

1 Foot 0.305 Meter 

1 Meter 3.281 Feet 

llnch 25.4 Millimeters 

1 Millimeter 0.039 Inches 

llnch 2.54 Centimeters 

1 Centimeter 0.394 Inches 

10 Meters 32 Feet 

25 Meters 82 Feet 

50 Meters 164 Feet 

Temperature 

Degrees Celsius/ °C = {F-32)/01.8 

Degrees Fahrenheit/ °F = (Cxl.8)+32 

-25 °c = -13 °F 100 °c = 212 °F 

-30 °c = -22 °F 105 °c = 221 °F 

-40 °c = -40 °F 115 °c = 239 °F 

-45 °c = -49 °F 12o·c = 248 °F 

-50 °c -58°F 135•c = 215°F 

-55 °C = -67°F 15o•c = 302°F 

-60°c = -76°F 160 °c = 320°F 

-75 °C = -103°F 200 °c = 392°F 

Weight 
1 Pound 454 Grams 

1 Pound 0.454 Kilograms 

1 Kilogram 2.205 Pounds 

1 Gram 0.035 Ounces 

1 Ounce 28.348 Grams 

20 Bar 290 PSI 

40 Bar 580 PSI 

80 Bar 1160 PSI 

100 Bar 1450 PSI 

RHORflex Conduit RQG-N / RQGl-N RQW-N / RQWl-N RQB90-N / RQB190-N RQB45-N / RQB145-N 

Polyamide Conduit Straight Connecor Elbow 90° Connector Bend 90° Connector Bend 45° Connector 
IP68 JP66 JP68 JP66 JP68 JP66 JP68 JP66 

Conduit Size OD FLEXAno. FLEXAno. NPTThread FLEXA no. NPTThread FLEXA no. NPTThread FLEXAno. NPTThread 

5/16" 13.0 XXX.XXX.010 5020.056.203 N/A 3/8" N/A N/A 3/8" 5703.013.204 N/ A 3/8" N/A N/A 3/8" 

3/8" 15.8 XXX.XXX.012 5020.056.205 5020.046.205 1/2" 5020.057 .205 5727.015.205 1/2" 5703.015.205 N/ A 1/2" 5020.017.205 5701.015.205 1/2" 

1/2" 21.2 XXX.XXX.016 5020.056.206 5020.046.206 1/2" 5020.057 .206 5727.021.205 1/2" 5020.018.206 N/ A 1/2" 5020.017.206 5701.021.205 1/2" 

3/4" 28.5 XXX.XXX.023 5020.038.221 5020.046.214 3/4" 5020.039.221 5727.028.214 3/4" 5020.018.214 N/ A 3/4" 5020.017.214 5701.028.214 3/4" 

1" 34.5 XXX.XXX.029 5020.038.227 5020.046.210 1" 5020.039.228 5727.034.210 1" 5020.018.216 N/A 1" 5020.017.216 5701.034.210 1" 

1 1/4" 42.5 XXX.XXX.036 5020.056.207 5020.046.217 1 1/4" 5020.057 .207 5727 .042.217 1 1/4" 5703.042.217 N/A 1 1/4" 5020.017.217 5701.042.217 1 1/4" 

1 1/2" 
54.5 XXX.XXX.048 

5020.056.209 5020.046.209 1 1/2" 5020.057 .209 5727.054.209 1 1/2" 5020.018.209 N/ A 1 1/2" 5020.017.209 5701.054.209 1 1/2" 

2" 5020.056.210 N/A 2" 5020.057 .210 N/A 2" 5703.054.238 N/A 2" 5020.017.210 N/A 2" 


