AGRO Progress’ ultraFLAT

Progress® ultraFLAT - the ideal choice for clean
rooms and food industry

The ultra flat construction of the Progress®ultraFLAT
offers very little surface for contamination - and
thus offers ideal conditions for cleanroom and food
applications. Available in stainless steel and with
high-temperature or FDA approved sealing inserts
are further reasons to choose the AGRO ultraFLAT
series cable gland.

A cable gland with an appealing design and
anti-vandalism qualities

The ultra flat construction of the Progress®ultraFLAT
cable gland inhibits any manipulation from the
outside. No contact surface for interference neither
by hand or with a tool will be found. In addition, the
cable glands sleek design, welcomes its use where
aesthetics are important in design applications.



®
AGRO Progress ultraFLAT

Compression nut: Nickel-plated brass Strain relief: acc. to EN 50262, version A

Lower part: Nickel-plated brass Protection class: IP 68 (up to 10 bar)

Sealing insert: TPE Protection class supplement: IP 69 K

Sealing washer: FPM Wall thickness: max. 5 mm

Temperature range: -40°C/ +100°C

Optional:

May be used as EMC cable gland A connecting bush may be added for Executions in steel A4 on request

by inserting a contact bush applications with cable protecting conduit
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G m‘in@m‘m m‘axgn"nm r%l;j QmmA rrlm-rln mI:n Art.No. @
M16x1.5 5 6.5 18 22 4 21 1040.17.40.065 25
M16x1.5 6.5 8.0 18 22 4 21 1040.17.40.080 25
M20x1.5 6.0 8.0 24 27 45 23 1040.20.40.080 25
M20x1.5 8.0 10.5 24 27 4.5 23 1040.20.40.105 25
M25x1.5 8.0 11.0 30 32 55 25 1040.25.40.110 20
M25x1.5 11.0 15.0 30 32 5.5 25 1040.25.40.150 20
M32x1.5 12.5 16.0 36 39 6 28 1040.32.40.160 10
M32x1.5 16.0 20.5 36 39 6 28 1040.32.40.205 10

®
AGRO Progress ultraFLAT

Compression nut: Stainless steel A2 Temperature range FKM: -40°C / +200°C

Lower part: Nickel-plated brass Strain relief: acc. to EN 50262, version A

Sealing insert: FKM (blue) / FPM (green) Protection class: IP 68 (up to 10 bar)

Sealing washer: FKM (blue) / FPM (green) Protection class supplement: P 69 K

Temperature range FPM: -40°C/ +200°C Wall thickness: max. 5 mm
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M16x1.5 5 6.5 18 22 4 21 1040.17.96.30.065 25
M16x1.5 6.5 8.0 18 22 4 21 1040.17.96.30.080 25
M20x1.5 6.0 8.0 24 27 4.5 23 1040.20.96.30.080 25
M20x1.5 8.0 10.5 24 27 4.5 23 1040.20.96.30.105 25
M25x1.5 8.0 11.0 30 32 5.5 25 1040.25.96.30.110 20
M25x1.5 11.0 15.0 30 32 5.5 25 1040.25.96.30.150 20
M32x1.5 12.5 16.0 36 39 6 28 1040.32.96.30.160 10
M32x1.5 16.0 20.5 36 39 6 28 1040.32.96.30.205 10
M16x1.5 5 6.5 18 22 4 21 1040.17.96.70.065 25
M16x1.5 6.5 8.0 18 22 4 21 1040.17.96.70.080 25
M20x1.5 6.0 8.0 24 27 4.5 23 1040.20.96.70.080 25
M20x1.5 8.0 10.5 24 27 4.5 23 1040.20.96.70.105 25
M25x1.5 8.0 11.0 30 32 5.5 25 1040.25.96.70.110 20
M25x1.5 11.0 15.0 30 32 5.5 25 1040.25.96.70.150 20
M32x1.5 12.5 16.0 36 39 6 28 1040.32.96.70.160 10
M32x1.5 16.0 20.5 36 39 6 28 1040.32.96.70.205 10
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